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Specifications:

Standard Equipment:
Lamp (139-003)
Pipe Mounting Clamp (147-001)
1/8" Safety Cable (147-002)

Optional Accessories:
10” Barn Doors (146-002)
10” DMX Dowser (145-004)
10" DMX Iris (145-002)

Features:
• Heavy Duty Corrosion Resistant Aluminum Housing
• Durable Black Powder Coat Finish
• Stainless Steel Hardware
• Hinged Lens Door for Easy Lamp Access
• Safety Cutoff Switch for Safe Re-lamping
• Digital DMX Control and Lamp Life Meter

This advanced ultraviolet projector is the flagship of the Long-Throw
series. Its powerfull throw, quiet operation and smooth even light
distribution, has made the Wildfire 400-watt flood the world's best
selling UV lighting fixture. Standard features include advanced electronic
ballasting, state-of -the-art digital DMX control with auto default diagnostics
and blackout operation mode (no LED’s) for maximum flexibility and ease
of integration with intelligent lighting systems.

WildfireWF-600S/F Long-Throw

Long-Throw SeriesTM 

400 Watt Ultraviolet Flood Fixture
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Beam Diameter Feet

Beam Diameter Meters

Peak UV-A Intensity   W/cm 2

LT-400F Photometrics Chart  

Ballast Electronic Power Factor > 92%
Rating 100-120 VAC / 50-60 Hz / 4.5 Amps Max / 400W 

220 VAC / 50-60 Hz / 2.0 Amps Max / 400W

Lamp Wildfire 400 Watt IronArc™ Metal Halide Model LMP-400D (1000 Hr. Rated)

Circuit Protection 5 or 7 Amp magnetic over-current breaker switch
Accessory Bracket 10” / 25.4cm
Weight LT-400F(1)(3) 31.50 lbs / 14.28 kg

LT-400F2 25.90 lbs / 11.75 kg

Power Cord 9’ 14/3 SOW with male Edison

Lens 8” Round Tempered Borosilicate UV-A Filter Glass
Peak Spectral Output 350-365nm 

Yoke Fully adjustable with 3 hight positions
Reflector Laser Cut, Specular Hamertone Aluminum

Housing Extruded Aluminum with Stainless Steel Hardware
Finish Flat Black Powder Coat


