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The Spectra  Master Lighting Series by Wildfire is a unique line of
DMX controllable T8 linear fluorescent color changers, available
in three lamp Premier and four lamp Elite models. Featuring high output
electronic ballasts and polished Everbrite reflectors, these versatile lighting
fixtures produce 200% more light output than standard fluorescent lighting
units and can be programmed via DMX 512 to flash, strobe, dim and alternate 
between lamps, allowing the user to create a wide variety of colors using a process
known as color additive mixing. 

Features:
• High Output Electronic Ballasts • Polished Everbrite Reflectors 
• Custom Phosphor Lamps • Positive Locking Sockets 
• Spectrally Matched Filter Sleeves • Adjustable Mounting Brackets 

Specifications:

Standard Equipment: Optional Accessories:
Adjustable Mounting Brackets
1 F40T8R (658nm Red) Lamp
1 F40T8G (514nm Green) Lamp
1 F40T8B (421nm Blue) Lamp
1 F32T8BLB (368nm UV) Lamp

UVT Protective Lens Kit  (Premier 138-011)(Elite 138-012)
Louver Kit  (Premier 138-014)(Elite 138-015)
Light Stand Mount (147-005)
Floor Mount (147-006)
T-Bar Ceiling Mount (147-003)
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Connections & Control Functions:

Premier Model:
5 pin XLR and RJ-45 connections for DMX in and
DMX out. One set of address switches, three DMX
channels. Each lamp can be individulally programed
via DMX 512 to Flash, Strobe and dim down to 2%
output.

Elite Model: 
5 pin XLR and RJ-45 connections for DMX in and
DMX out. One set of address switches, four DMX 
channels. Each lamp can be individulally programed
via DMX 512 to Flash, Strobe and dim down to 2%
output.
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Ballast Electronic VHO, Power Factor > 92%
Rating Premier: 90-270 VAC / 50-60 Hz. 2.0A max. 200 Watts 

Lamps Premier: F40T(12)(10)(8) Non Energy Saver Type Lamps 
Elite: F40T(12)(10)(8) Non Energy Saver Type Lamps

Peak Spectral Output 658nm Red, 514nm Green, 421nm Blue and 368nm BLB
Lamp Life 8,000 Hours Solid On Mode (Flash, Strobe and Dimming modes will reduce lamp life)
Weight Premier:  10.15lbs / 4.60kg

Elite:  11.40lbs / 5.17kg   

Elite: 90-270 VAC / 50-60 Hz. 3.0A max. 300 Watts
Circuit Protection Four 2.5A Slow Blow and Four 1A Fast Blow Fuse
Operating Temperature 50° F to 100° F
Power Cord 6’ 16/3 SOW with male Edison

Sockets 6-8 Positive Locking Medium Bi Pin G13 

Finish Flat Black Powder Coat
Mounting Brackets Fully Adjustable
Reflector Polished Everbrite Aluminum

Housing Sheet Steel with Stainless Steel Hardware


