
TracFX compact fluorescent black lighting from Wildfire is the ideal choice
for wall wash applications, lighting UV art, mineral displays and more.
It features an electronic ballast, powerful twin-lamp design, and a polished
specular aluminum reflector for maximum UV output. For its compact size,
and pulling just 39 Watts of power, it produces suprisingly powerful output!
The high output, attractive design, and quality materials make the TracFX
the perfect addition to the Wildfire line of high-end UV lighting fixtures.  

Features:
• Electronic Ballasting • Compatible with L, J & H Track Systems 
• Powerful Twin Lamp Design • 180° Vertical and 354° Rotational Aiming 
• Specular Aluminum Reflectors • Extruded Aluminum Housing 

Specifications:
Housing: Extruded Aluminum

Compatible Tracks: (L) Lightolier, (H) Halo, (J) Juno, (J2) Two Circuit 

Circuit Protection: Open Lamp / Shorted Lamp 

Lamp: SableLux FT18W/2G11/BLB (4000Hr Rated)
Peak Spectral Output: 368nm with SableLux lamps installed.

Min. Starting Temp.: -20° F

Weight:  4.35lbs / 1.97kg

Standard Equipment: Optional Accessories:
Adjustable Mounting Bracket Louver, Black (146-010-01)

Louver, White (146-010-02)
Various Tracks & Connections

Wildfire-600S/F Long-Throw

TracFX
Fluorescent Black Light Track System

Track Connections:
Available in Four standard configurations.
Compatible with Lightolier, Halo and Juno
track systems.
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Finish: Black or White Powder Coat

Reflector: Specular Aluminum 
Socket: Two 2G11 Four Pin 

Rating: 120V / 50-60 Hz. .36A max. 39 Watts 
Ballast: Electronic, Power Factor <95% 

Aiming: 180° Vertical and 354° Rotational 
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TracFX with SableLux Lamps
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